
WeiMonitor is the PC program which allows to monitor and record in real time all the 
weighs made on the connected scale, storing them in a text or Excel file for further 
processing.

The strong points

Easy to configure
Thanks to the wizard, the user can install  and configure WeiMonitor in a few simple 
steps.

Versatility
WeiMonitor can be used with all DFW, DGT, 3590E, and CPWE instruments, as well 
as crane scales, pallet truck scales, weighing forks etc.

Interactivity
WeiMonitor alerts the user directly on the scale if the data was recorded or not,  
allowing the use the scale far away from the PC, with wireless communication.

Customization
It is possible to customize the program by inserting your logo and easily change the 
user interface language.

Software for managing the weighs obtained with 
Dini Argeo scales
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WeiMonitor allows to work in two ways: from PC keyboard, or directly from the scale 
through either manually pressing a key of your choice, or automatically in a determined 
amount of time. In the PC keyboard work mode, the program offers a main screen with 
weight and stability indication, and the possibility of carrying out the tare and zero  
functions.

This function allows to monitor decreases or increases of the weight over time, as well 
as traction or compression, with a programmable reading frequency of up to 100ms. 
The real-time graph instantly shows the trend of the curve, with the possibility of  
indicating 3 visual levels.

Automatic recording in a certain amount of time

Recording of the data from PC
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The recording data is divided into columns and, in combination with 3590E and CPWE 
indicators, these can be completely customized.

In the scale keyboard mode, the PC waits for the string to be stored, and interacts with 
the operator provind a message shown directly on the scale display, when the recording 
has been made.

In this way, it is possible to use WeiMonitor also from long distances, through Ethernet, 
WiFi, 868Mhz radio interface, or in areas with risk of explosion, via fiber optics or 
RS485.

It is possible to add WeiMonitor in the list of the autorun programs, by starting it in icon 
mode so that it does not interfere with the operations carried out on a PC.

Recording of the data from the scale

Recording data mode
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In both PC keyboard and scale keyboard modes, one can activate the writing emulation 
function, which allows to enter the data directly in the opened Windows application, in 
the location of the cursor. The keyboard emulation function does not exclude the saving 
of weighs.

Thanks to the alibi memory integrated inside the indicator, it is possible 
to record each weigh with its own ID alibi, for subsequent verification in 
applications for legal for trade use.

The program offers an area for entering your logo and your data, always active in the 
main screen of the program.

Transport document

Weighs’ backup in Excel file

Keyboard emulation

Management of approved scales

Customization of the software
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