
3590EGT8 "3590EGT8" 8 inches Touch Screen weight indicator

Weight indicator with 8 inches touch screen
display. New IP68 housing with adjustable
viewing angle brackets. Integrated LED control
light on the front panel and Integrated Ethernet
port as standard. The 3590EGT8 indicator, in
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8 inches (160x120mm) resistive backlit color touch screen graphic display. Suitable for use with gloves.

Stainless steel case with adjustable inclination and IP68 protection.

Multilingual software, available in: Italian, English, German, French and Spanish. It is also possible to enter our own translation, thanks to

the new software “CUSTOM LANGUAGE TOOL”, downloadable from the DOWNLOAD section of this page.

3 colour high brightness LED control light.

Available touch screen keyboards: QWERTY, AZERTY or QWERTZ.

Dimensions (lxwxh): 328x243x129 mm.

As standard fitted with an adjustable bracket, for bench or wall mounting.

Real time clock and permanent data storage.

Supplied with alibi memory, integrated on the motherboard.

Slot for internal micro SD (optional) to store logos.

Functions available with DINITOOLS Utility Software, even from remote (WEBSERVER mode via internet).

- Configuration, data entry and print formatting.

- Transmission and storage of all the information on PC.

- Complete backup of the configuration.

- Instrument calibration with numeric values (theoretical calibration).

- Customization of the layouts.

- Development environment for custom programs through specific programming language.

24bit A/D converter, 4 channels, up to 3200 conv./sec. with autoselect and up to 8 signal linearization points.

4 independent analogue channels (up to 2 in the EAF03 version).

Connectable with up to 16 analogue load cells of 350 Ohm (45 load cells of 1000 Ohm) and with the main digital load cells available on the

market (in the EAF03 version).



1 internal Ethernet port as standard, to connect to the company network.
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“Dini Display Tool”




