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(*) It is advisable that the maximum working load for static loads does not exceed 25% of PIN ultimate load 
limit (safety factor 4) and in case of dynamic loads, the maximum working load does not exceed 20% of PIN 
ultimate load limit (safety factor 5). PIN manufacturer takes no liability for verification and fulfillment of 
proper safety factors for the different applications and local regulations

STAINLESS STEEL PIN 2t
4-20mA (Standard)  mV/V (Standard)

 mV/V (Doble puente)4-20mA (doble puente +  doble cable)

4-20 mA (ATEX)

4-20mA ( doble puente + 1 conector)

mV/V High Temperature (HT)

 4.20mA (Doble puente+prensa)

MTTF ≥80.136 years: With fatigue Life in cycles >= 1,000,000 cycles, for loading cycles type from 0 to 100% 
of maximum working load, when maximum working load will be 4 times lower than the Ultimate Load.

Article code PIN Z
Plan number 1283_V1
Description
Origin Date 29/04/2021
Rev.1 04/05/2021

Specifications
Nominal load (Ln) 2 t
Accuracy Class 0.5  % 
Minimum dead load 0  % Ln
Service load 150  % Ln
Ultimate load limit >350  % Ln
Total error < ±0.5  % Sn
Repeatability error < ±0.2  % Sn
Temperature effect on zero < ±0.02  % Sn/5ºC
Temperature effect on sensitivity < ±0.02  % Sn/5ºC
Creep error (30 min) < ±0.1  % Sn
Temperature compensation -20 to +60  ºC
Service temperature limits -20 to +90  ºC
Storage temperature -40 to +95  ºC
Nominal sensitivity 1 ±0.25% mV/V
Excitation voltage 3...15 V
Imput impedance 400 ±30  Ohm
Environmental Protection IP66
Material Stainless steel 
Cable gland + Shielded cable 4 
wires 5  m

Specifications
Nominal load (Ln) 650 kN
Accuracy Class 0.5  % 
Minimum dead load 0  % Ln
Service load 150  % Ln
Ultimate load limit >400  % Ln
Total error < ±0.5  % Sn
Repeatability error < ±0.2  % Sn
Temperature effect on zero < ±0.02  % Sn/5ºC
Temperature effect on sensitivity < ±0.02  % Sn/5ºC
Creep error (30 min) < ±0.1  % Sn
Temperature ATEX certificate -20 to +40  ºC
Temperature compensation -20 to +60  ºC
Service temperature limits -30 to +90  ºC
Storage temperature -40 to +95  ºC
Analog Output 4..20 mA
Nominal load Output 20 mA
No Load Output 4 mA
Excitation voltage 24  V DC
Environmental Protection IP66
Material Stainless steel 
Cable gland + PU Shielded 
cable 4 wires 5  m

Electrical connection
+ IN GREEN

+ OUT RED
- IN BLACK

- OUT WHITE
SHIELD

Electrical connection
Green + 24 V DC Power Supply
Black GND/ - Iout

4..20 mA OutputRed + Iout 

Electrical connection Double Wheatstone bridge
1 shielded cable

+ IN Green
- IN Black

+Out (1) Red
-Out (1) White
+Out (2) Blue
-Out (2) Yellow

Electrical connection Double Wheatstone bridge
1 shielded cable

+24V DC (1) 1
GND (1) 2
+Iout (1) 3
-Iout (1) 4

+24V DC (2) 5
GND (2) 6
+Iout (2) 7
-Iout (2) 8

Wire colour Electrical connection Double Wheatstone 
bridge, 2 shielded cable

Green +24V DC (1)
Power Supply (1)

Black GND (1)
Red +Iout (1)

4..20 mA Output (1)
White -Iout (1)
Green +24V DC (2)

Power Supply (2)
Black GND (2)
Red +Iout (2)

4..20 mA Output (2)
White -Iout (2)

Electrical connection
Green + 24 V DC Power Supply
Black GND
Red + Iout 4..20 mA OutputWhite - Iout 

Specifications
Nominal load (Ln) 80 kN
Accuracy Class 0.5  % 
Minimum dead load 0  % Ln
Service load 150  % Ln
Ultimate load limit >400  % Ln
Total error < ±0.5  % Sn
Repeatability error < ±0.2  % Sn
Temperature effect on zero < ±0.02  % Sn/5ºC
Temperature effect on sensitivity < ±0.02  % Sn/5ºC
Creep error (30 min) < ±0.1  % Sn
Temperature compensation -20 to +60  ºC
Service temperature limits -30 to +90  ºC
Storage temperature -40 to +95  ºC
Analog Output 4..20 mA
Nominal load Output 20 mA
No Load Output 4 mA
Excitation voltage 24  V DC
Environmental Protection IP66
Material Stainless steel 
x2 Cable gland + PVC Shielded 
cable 4 wires 10  m

Specifications
Nominal load (Ln) 15 t
Accuracy Class 0.5  % 
Minimum dead load 0  % Ln
Service load 150  % Ln
Ultimate load limit >400  % Ln
Total error < ±0.5  % Sn
Repeatability error < ±0.2  % Sn
Temperature effect on zero < ±0.02  % Sn/5ºC
Temperature effect on sensitivity < ±0.02  % Sn/5ºC
Creep error (30 min) < ±0.1  % Sn
Temperature compensation -20 to +60  ºC
Service temperature limits -40 to +150  ºC
Storage temperature -40 to +150  ºC
Nominal sensitivity 1 ±0.25% mV/V
Excitation voltage 3...15 V
Imput impedance 400 ±30  Ohm
Environmental Protection IP66
Material Stainless steel 
Cable gland + Shielded cable 4 
wires 5  m

Electrical connection Double Wheatstone bridge
1 shielded cable

+24V DC Green
GND Black

+Out (1) Red
-Out (1) White
+Out (2) Blue
-Out (2) Yellow
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