
UNIVERSAL  
LOAD CELL 
TYPE TCPM 

APPLICATIONS:
Universal load cell type TCPM, can be used in small 
capacity weighing systems. 
Some applications are: 
- Small weighing platforms
- Industrial weighing system

MAIN FEATURES: 
- Universal use
- Low cost
- Steel construction

NOMINAL LOAD: kg 50-100-150-200-300-500

S P E C IF IC A T IO N  A C C O R D IN G  T O  V D I/V D E  2 6 3 7

M E T R O L O G IC A L  C H A R A C T E R IS T IC S P a r. U n .
N O M IN A L  L O A D L n K g 5 0 ÷ 5 0 0
IN IT IA L  L O A D L p % L n 2 0
M A X IM U M  L O A D L l % L n 1 2 0
N O N -L IN E A R IT Y F lin % L n 0 ,0 1
H IS T E R E S IS  E R R O R F u % L n 0 ,0 5
R E P E A T A B IL IT Y  E R R O R F v % L n 0 ,0 5
C R E E P -3 0  M IN U T E S F c r % L n 0 ,0 5
N O M IN A L  T E M P E R A T U R E  R A N G E B tn °C -1 0 + 4 0
Z E R O  T E M P E R A T U R E  D R IF T  (O V E R  1 0  °C ) T K 0 % C n 0 ,0 5
O U T P U T  T E M P E R A T U R E  D R IF T  (O V E R  1 0  °C ) T K C % C n 0 ,0 5
T H E R M A L  G R A D IE N T °K /h < 5
E L E C T R IC A L  D A T A
N O M IN A L  O U T P U T C n m V /V 1 ,5
N O M IN A L  O U T P U T  T O L E R A N C E D c ± % C n 1 0
N O M IN A L  S U P P L Y  V O L T A G E B s u V 1 ÷ 1 0
M A X IM U M  S U P P L Y  V O L T A G E U sm a x V 1 5
IN P U T  R E S IS T A N C E R e ? 4 0 0 ± 3 0 %
O U T P U T  R E S IS T A N C E R a ? 3 5 0 ± 5 %
IN S U L A T IO N  R E S IS T A N C E  @  2 0 V R is M ? > 2 0 0 0
Z E R O  O U T P U T  T O L E R A N C E D o ± % C n ± 2
M E C H A N IC A L  D A T A
B R E A K IN G  L O A D L d % L n 3 0 0
M A X IM U N  S ID E  L O A D L lq % L n 1 0 0
D E F L E C T IO N h n m m < 1
C A B L E  L E N G T H m m 1 0 0 0
W E IG H T K g 0 ,2
E N V IR O N M E N T A L  C O N D IT IO N S
W O R K IN G  T E M P E R A T U R E  R A N G E B tn °C -2 0 + 6 0
S T O R A G E  T E M P E R A T U R E  R A N G E B ts °C -2 0 + 6 0
H O U S IN G  P R O T E C T IO N IP -6 6
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Dimensions (in mm; 1mm = 0.03937 inches) 

ELECTRICAL CONNECTIONS:
EXCITATION+ RED
EXCITATION - BLACK
OUTPUT+ GREEN
OUTPUT- WHITE




