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1 INTRODUCTION

DBManager.NET allow to manage and view databases on 3590 instruments by PC

with an user friendly interface.

It also possible to select the desired language.

2 INSTALLATION

To install the program follow this

procedure:

Open

Run as administrator

Run Setup as administrator

Troubleshoot compatibility

Pin to Start

T-Zip

Share with

Pin to Taskbar

Restore previous versions
Send to

Cut

Copy

Create shortcut

Delete

Rename

Properties




= Please select a language.

|Engiish

Select your language and click “OK”

License Agreement

- Flease review the license terms before installing DEManager.
DINI ARGED

Press Page Down to see the rest of the agreement.

Warranty and user license

Ownership of the software

It is expressly forbidden to copy, meodify, resell and/or
distribute the software without the explicit consensus of
Syntweb.

If you accept the terms of the agreement, dick I Agree to continue. You must accept the
agreement to install DBManager.

Mullsoft Install Svstem w2, 46

Read Warranty and user licence and click “I Agree”



Choose Install Location
N =] Choose the folder in which to install DEManager.
S DINI ARGED

Setup will install DBManager in the following folder, To install in a different folder, didk Browse
and select another folder. Clidk Install to start the installation.

Destination Folder

Space required: 6.8MB
Space available: 100.0GBE

Mullsaft Install Swskem w2, 46

Installation Complete

N = Setup was completed successfully.
&S DINI ARGED

Completed

Mullsaft Install Syskem w2, 46

| Cancel

When the installation is completed click ”Close”
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3 SOFTWARE ACTIVATION

When software is not activated, it starts with the following screen:

DBManager

1.24

Thank you for evaluating our software, no license has been found on this pc.
You can register the software now to have access to all the functions without
time limitations.

Otherwise you can try this software in DEMO mode for 10 minutes.

Register Now l}J ‘ Try DEMO ‘ ‘ Close

After 10 seconds, you can use it in DEMO mode or you can Register it.
Press Register Now key and select how to activate it

Select the preferred registration mode

Automatic M ‘ ‘ ‘ By Phone

1. Automatic mode: it is the easiest method but it requires the use of the
internet during the activation. If Internet communication is disabled, you
must enable it only for a few minutes in order to activate the software and
then you can turn it off.

2. Mode by E-mail: it is a manual method. First, please, withdraw the code
provided or by registered mail from the software manufacturer.

3. Mode by Phone: it is a manual method. First, please, withdraw the code
provided or by registered mail from the software manufacturer.

Automatic Registration

Connect the PC to Internet
1. Press Automatic key
2. Enter the activation code provided



Type the code received with the CD-ROM

[

Cancel ] ’ Proceed

3. Now, the activation procedure continues automatically

Verifying code
Please wait...

Cancel Proceed

4. Once the registration end successfully, close this screen to end the procedure.
Now the program is ready to work.
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If you have not an internet connection, you can choose one of the other two
activation modes after revoked the provided code by the software manufacturer

Activation by E-mail
Click on E-mail key and you need to:

Generate the license requested file "LicenseRequest"
Send it via e-mail

Wait for the complete file license

Import the complete file license received

P wnNnPe

The PC asks if you have an activation code. If not, press No key

Iol Do you already own an activation code?

[Ne

The PC creates the file “Licence Request” to be saved and forwarded to the
manufacturer by e-mail indicating the name of the company and the software to be
registered

f "o 1 A License request fil will now be generated. You need to send this file
o to
info@diniargec.com

In the email body write you Company name and the name of the

software that you need to register,
When you will receive the License Activation file, repeat this procedure
and Answer "Yes" when the software asks you the Activation code.

Soon, the producer you will send by email a file DiniargeoLicence.Lic indicating the
activation code.

Repeat the procedure and when the PC asks if you have an activation code, press
Yes key



A window appears with a grid of 18 numbers to fill.

Select the preferred registration mode

Activation Code
1 2

10 11

Register

Press Import key and import the code that came from the manufacturer and which
has been saved on your PC.
A series of numbers appear in the grid. Press Register key.

Select the preferred registration mode

Activation Code
1 2 3 4 5 &
HH4T 8FDH 38H7 BGF7 HBDF 74HB 574H 8574
10 11 12 13 14 15 16 17
58RH DF56 T48T TRED H49T RH74 BXFG 7468

Register

Activation is completed but the PC requests to restart the software.

Activation by phone call

If you wish to choose the phone mode, press By phone and call who provided to you
the software
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4 Scale configuration

To create a new scale database, go to Tools on the top left corner and click

gl Add Scale }

4t DBManager 1.26 m

Tools | Help

| ™ Languages
gp  Add Scale
“& Import\Export »

Options

Select your language and click

Jt Wizard

Welcome, select your default language

=

Yourlanguage is : lEnglish

)

10
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A window appears and it allows to set the connection parameters

at. Wizard

Communication Settings

’ @ Automatic Search kl

’ C Manual Search

|

Serial Port COM10
Baudrate: 5600
Parity. None
Data Bit: 2

Stop Bit: 1
Advanced Mode

IP Address
Port

g

‘ e Automatic Search ‘

If you choose

it auto scan the serial ports to find connected

scales(recommend). If you have a network scale go to the next step.

f'},g* Manual Search

If you choose ‘
manually

Automatic search

‘ you need to insert the serial or TCP-IP parameters

) Automatic Search

Searching...

s comii- EGTfAFUE%

&Y Try Again

&Y select

Select your scale and click

@ Select

11
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Manual search
Choose if you connect the scale via COM (serial port) or TCP — IP (network)

LE Test Connection

to test the

Insert the communication parameters and click
connection.

If a scale has found a message appears, if not, check if the parameters are correct or
if the scale is connected correctly to PC.

4t Wizard &

Communication Settings

‘ (&Y Automatic Search ‘ o  Scale found : EGT-AFO1

‘ >« Manual Search ‘

Manual Settings :

) COM (serial port) @ TCP - IP (network)
Serial Port: COM11 IP Address:  192.168.1.52
Baudrate: 95600 Port: 23
Parity: Mone
[ 485 Address: 0o
Data Bit: 2
Stop Bit: 1 ‘ [E Test Connection % ‘
Advanced Mode ‘ 42 Heek ‘ ‘ et ;; ‘

When you have dove click

12
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Compile metrological scale parameters like number of connected scale, capacity,

division, decimals and click ﬂ

4t Wizard 2

Metric Parameters Settings

Scale 1 |Scale 2 | Scale 3 | Scale 4 | Remote Scale|

-

Enable Scale

Capacity |6 ‘ lKg v]
Division |1 | lg -
Decimals |3 ‘

(e =y

I’"‘

DBManager starts to read archive structure, it is possible to change the labels of
Archives clicking on the label and Enable/Disable fields.

di Scale Settings

Scale Settings %

Database :

Provider=MicrosoftJet OLEDB.4.0;Data
Source=C:\DiniArgeo\DBManager\200123456.mdb;Persist Security Info=False

Select fields to show :

b | Input_texts | Customer_dtb

E—
Description_2
Descripticm_3
Linked_tare
Linked_customer
Gross_total
Tare_total

»

m

13
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Select fields to show :

Articles data In

‘Articles data| I

Description_1
==l

Articles data ‘Tare_dtb | Input_texts |

‘Articles data

Description| |
Description_2

To proceed click

_[:S
v

Description_2
Description_3

Linked_tare

The software start to read all archives, wait until it ends

14
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5 Archives compilation

— ——
4t DBManager 1.26 —— [= <3|

Tools Help

EGT-AF01

EGT-AF01
=
1]
Articles ‘Tare |Tex‘ts |Cust0mers‘ e
. ?escn’pt\'or ;)escr\'ptior 3’IZ,\escn'pt\'or tL';r::ed thSl:;criner tGort(:‘;s Tare total  Weighs_to ielpm’nl getpoint gelpm’nt Ii
AP 0 0 0,000 0,000 0,000 0,000 0,000 0,000
slrl2 0 0 0,000 0,000 0,000 0,000 0,000 0,000
7| P(3 0 0 0,000 0,000 0,000 0,000 0,000 0,000
/sl ola 0 0 0,000 0,000 0,000 0,000 0,000 0,000
/2|5 0 0 0,000 0,000 0,000 0,000 0,000 0,000
s|rl6 0 0 0,000 0,000 0,000 0,000 0,000 0,000
£ ol7 0 0 0,000 0,000 0,000 0,000 0,000 0,000
/2|8 0 0 0,000 0,000 0,000 0,000 0,000 0,000
/|29 0 0 0,000 0,000 0,000 0,000 0,000 0,000
s 210 0 0 0,000 0,000 0,000 0,000 0,000 0,000
£ P11 0 0 0,000 0,000 0,000 0,000 0,000 0,000
slpl12 0 0 0,000 0,000 0,000 0,000 0,000 0,000
sp(13 0 0 0,000 0,000 0,000 0,000 0,000 0,000
s pl14 0 0 0,000 0,000 0,000 0,000 0,000 0,000
£ | 2|15 0 0 0,000 0,000 0,000 0,000 0,000 0,000
s|o|16 0 0 0,000 0,000 0,000 0,000 0,000 0,000
slpl17 0 0 0,000 0,000 0,000 0,000 0,000 0,000
L1 0118 n al [aNalaTal [aNalalal [aNalaTal [aNaTalal [aNalaTal [aNaTalal S

DINI ARGED

A7 FULL Version Q¥

Legend:

Modify the record
View the record

Send to the indicator the selected records
Create a new record

Delete selected records

Refresh the window

Modify archive labels

Recive all archives from the indicator

Send all records to the indicator

DEEERNRER

Delete the scale on DBManager




To modify a record click on ’

AlUCIes ddld | lare d

ID Descripti

Description

Description

Linked tare

Linked customer
: Gross total |D |
_ || Tare total |D |
| weighs total |0 |
Setpoint 1 |0 |
| setpoint 2 o |
|

Setpoint 3

Then click on to save it

Articles data | Tare_dtb | Input_texts | Customer_dtt

Li
ta

ID Descriptior Descriptior Descriptiot

Now the article is compiled, click on = to send it to the indicator

16
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Warranty and user license

Ownership of the software

It is expressly forbidden to copy, modify, resell and/or distribute the software
without the explicit consensus of Syntweb.

The products developed by Syntweb are of the exclusive ownership of Syntweb. Any
reference to other firms and/or registered marks owned by other firms may be cited
only for the purpose of plain reference.

Warranty

Syntweb guarantees that the software will work in substantial conformity with the
analysis, manuals and the documents accompanying the product, for a period of 90
days from the date of purchase (for standard software) or from the date of testing
(for special software): for this entire time period the customer will have to test the
software in its entirety and communicate any inexactness to Syntweb who commits
itself to supply all the necessary assistance in order to resolve any inexactness,
functioning problem, or "bug" (expressly recognized as that) of the released
software, in the shortest time possible.

Once 90 days have passed from the software release any modification or variation
to the software must be regularly invoiced as an intervention of modification.
Syntweb does not guarantee the functioning of the software on machines that do
not satisfy the specified requirements or on which are installed products by third
parties who interfere directly or indirectly with the functioning of the software.

In case of installation, removal or replacement of any network device that modify
the MAC address of the hardware on which the software has been installed, the
software license will be invalidated and the software will stop to work.

If the software is installed on a virtual machine, the machine requires Internet
connection. Should the machine fail to connect to Internet for more than 45 days
the software will cease to work. Specific warning advice will inform the user of this
event starting from the first day of lack of connection and then for the following 44
days. At the end of this period the software will stop to function until a new
connection to Internet will be established.

Declaration of responsibility

In no event will Syntweb be liable for the damages (including, without limitations,
the damage caused by loss of profits, interruption of the activities, loss of data, or
other economic losses) deriving from the use of the software, even in the case that
Syntweb has been advised of the possibility of such damages.
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