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Features:

® Exceptionally long battery life, up to 1600 hours on 3-AA
batteries

® LED backlight and panoramic FSTN LCD view angle

® Material: ABS

e |IP Rating: IP65

e LCD 6-digit display with LED backlight

® Non-volatile memory for reliable data saving

® Units of Measurement: kg, g, t, Ib,KIb, N, kN, oz,
user-defined unit

@ Configurable 2 set-points for precaution and warning

® User-selectable display interval

@ Overloading recording

® 10 user-selectable analog-to-digital converting frequency

® Weight calibration and digital calibration

® User-selectable auto power-off and power-saving timing

® Functions: Auto-Zero-Tracking, Auto-Zero, Manual-Zero,
Hold, Peak-Hold, TARE

General S pecifications

TechnicalS pecifications

EnclosureMaterial

ABS

Unitso fMeasurement

kg, g, t, Ib,Klb, N, kN, oz,
user-defined unit

Division 0.001; 0.002; 0.005; 0.01; 0.02;

0.05;0.1;0.2;0.5; 1; 2; 5; 10; 20;
50

WorkingHumidity

< 90% RH

Tarerange

100% Full Scale

WorkingTemperature

-20°Cto 70°C /-4°F to 158°F

Max.Numberofloadcells

8x 3500 ; 32x 10000

Dimensions 170mmx 98mmx 34mm Max.P owerConsumption | 5mW
6.7inx 3.9inx 1.34in Communicateinterface None. RS-232 can be added upon request.
DisplayType LCD
DisplayDigits 6 digits L
e — |
DigitHeight 16.8mm/0.66in L1
DisplayDimensions 72mmx 27mm/ 2.8inx 1.1in L2
PowerS upply 3 *AAAlkaline Batteries g Qi)
IP Rating IP65 ‘ ‘ \
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T
PartNo. Weight (kg)
805HP-01 (NORS-232)..iuiiiiiiiiiiiiiee e 0.36
805HP-02 (With RS-232)....iiiiii e 0.36 L J
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DIMENSIONS
H H1 H2 L L1 L2 L3 W
6.7 1.1 0.5 3.9 2.8 0.6 3.2 1.3
170 27 13 98 72 15 80 34
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